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The SID-X1, Kramer’s DGKat™ four-in-one twisted pair transmitter is a high-performance, cost-effective, step-in commander 

from the Digital Step-in Family. The unit includes four input types: computer graphics video, HDMI, DVI and DisplayPort. 

In addition, the SID-X1 includes an unbalanced stereo audio input and a local ‘Step-in’ switching button that allows the user 

to take control of the main display through the main switcher.

The SID-X1 works together with the VP-81SID compatible switcher, using Kramer’s DGKat signal integration technology to 

convert TMDS, control and communication to signals that run over twisted pair cables. It can also switch between inputs 

when working as a stand-alone unit, together with a DGKat receiver, e.g. the TP-574, using RS-232 commands over a 

twisted pair cable. Kramer Electronics recommends using the Kramer BC-DGKat623 or the BC-DGKat7a23 DGKat cable, 

specifically designed for optimum performance and range.

The SID-X1 twisted pair transmitter is the perfect choice for designing your state-of-the-art boardroom.



your Setup Is Just a Step-in away!

The SID-X1 multi-Format Step-in™ Commander 

•	 One unit efficiently handles a variety of computer graphics video, HDMI, DVI and DisplayPort inputs.

•	 Compatible with both analog and digital video and audio signals.

•	 A single twisted pair cable carries all power, data and control commands and connects the SID-X1 to the switcher. 

•	 A local ‘Step-in’ switching button allows the user to take control of the main display.

•	 Allows switching between inputs when working with a DGKat receiver using RS-232 commands.

•	 A compact MegaTOOLS™ size: two units can be rack mounted side-by-side in a 1U rack space.

•	 An all-in-one transmitter which makes the installation highly cost effective.

Digital Step-in boardroom Solution
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